WATERWORKS
EASTON EXT22V

Easton Deck Mounted Exposed Tub Filler with Handshower
and Vermillion Handles

TECHNICAL DETAILS

Adjustable Versus Fixed Spray: Fixed
Deck Thickness Maximum: 37 mm
Diameter Of Head: 78 mm

Fittings Hole Diameter: 32 mm

Handle Turn Angle: Quarter Turn
Handshower Spray Hose Length: 1.5 m
Inlet Connection Size: 3/4"

Inlet Connection Type: Male NPT

Inlet Supply Spread Maximum: 194 mm
Inlet Supply Spread Minimum: 194 mm
Integrated Diverter: Y

Water Pressure Maximum: 6.0 bar
Water Pressure Minimum: 1.5 bar
Water Pressure Recommended: 3.0 bar
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INSPIRATION CODES & STANDARDS

Rooted in classical Edwardian design, Easton is our most expansive collection—offering a
comprehensive family of pieces that bring polished detail and timeless tradition to any setting.
Revered for its exquisite proportions and impeccable scale, Easton is a trusted choice among
designers.

PRODUCT FEATURES CERTIFICATIONS

Coordinating Earthenware Diverter Handle and Handshower

Handshower Offers a Fixed Spray Pattern

Unrestricted Flow for Tub Spout. Handshower Available in 1.75gpm (6.6L/min) Flow Rate

PRODUCT (NOTES)

Diverter handle allows bather to move water from spout to handshower

Stocked in Nickel and Brass
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